
The all-in-one Epsi Head combines 2
downconverters, 2 RF over fibre channels, and
a camera control data transmitter in a single
unit. With a standard light stand mount, and a
single SMPTE connection, deployment couldn’t
be easier. It can be used either with our flagship
Epsilon system for a single and quick way to
setup a wireless camera, or with our modular
COFDM kit to minimise rigging time. 

EPSILON HEAD

Technical Description:

Key Features:
Two downconverters (selectable frequency range
on order)
Two RF over fibre modules 
SMPTE connection 
 All weather resistant
UHF Camera control data transmitter built-in
Compatible with the standalone Videosys SMPTE
base or the Epsilon system. 

TECHNICAL SPECIFICATIONS
RF Receiver 
Frequency                                                 1.0 - 7.5GHz (RF Band specified upon ordering)
Camera Control Frequency                      403-473 MHz Bandwidth: 12.5kHz up to 1W

The information contained in this document is the property of VideoSys Broadcast Ltd. This document and the information contained
herein is provided for evaluation purposes only and is subject to change without notice. VideoSys Broadcast Ltd assumes no
responsibility for errors that might appear in this document and gives no representations or warranties as to the accuracy of the
information contained herein, including but not limited to the suitability and performances of the product or its intended application.

T: +44 (0)1293 541 200
E: sales@videosys.tv

W: videosys.tv

Dimensions                                                (WxDxH) W 270mm x D 205mm x H 57mm 
Weight                                                        2.34kg
Mounting                                                    Lighting Stand Mount 

Power                                                         +/- 36V (SMPTE)
                                                                   12V Nominal (DC IN via a 4-pin XLR)
   Receive Antenna Connectors                    2 x N-type (f) 
Camera Control Antenna Connector         TNC (f)
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Epsilon is an integrated 4K Wireless Camera System. It combines an 8-Way diversity receiver, a 4K HEVC
decoder, RF over Fibre, and a camera control system under a single, self-configurable CCU. When combined
with Epsi Heads and our integrated 4K transmitter. the TX160-cc, deploying a multizone wireless camera could
not be simpler. 
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 IEC POWER IN x 1

 SMPTE FIBRE x 2

 SIGNAL x 1

 RJ45 Ethernet x 2

 3 PIN XLR AUDIO OUT x 4

ASI IN/OUT

BNC-HD 4K SDI OUT x 4       
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EPSILON SETUP OPTIONS

The information contained in this document is the property of VideoSys Broadcast Ltd. This document and the information contained
herein is provided for evaluation purposes only and is subject to change without notice. VideoSys Broadcast Ltd assumes no
responsibility for errors that might appear in this document and gives no representations or warranties as to the accuracy of the
information contained herein, including but not limited to the suitability and performances of the product or its intended application.

T: +44 (0)1293 541 200
E: sales@videosys.tv

W: videosys.tv

VIDEO RECEIVER

RF SPLITTER

VIDEOSYS CAMERA

CONTROL IDU

VIDEOSYS RF 

OVER FIBRE

DECODER

VIDEOSYS CAMERA 

CONTROL ODU

VIDEOSYS RF 

OVER FIBRE


